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MODEL # CMDB1Specs:

X Travel                                                        150mm ( 6 inches)

Y Travel                                                        150mm ( 6 inches)

Weight                                                          18kg ( 40 lbs  )

Electrical Requirement                                          120V

Air/Water Required                                              None

Sample Size Max                                        150x150mm ( 6 x 6 inches)

Sample Weight Max                                               4.5kg (10lbs)

Resolution  X                    Depends on ballscrew chosen (typ. 1.25µm)

Resolution  Y                    Depends on ballscrew chosen (typ. 1.25µm)

Resolution  Z                             Down to +/- 0.01 µm,(typ.+/-0.500 µm)

Options :

Ultra Precision Ballscrew (1 mm/rev, 2 mm/rev, & 5 mm/rev)

X Travel                                                        100 – 450mm  (4 – 18 inches)

Y Travel                                                        100 – 450mm  (4 – 18 inches)

Multiple Sensor Configurations Available

Standard Sensor                                              2mm range @ 1µm resolution

CLA options                                          0.14mm-10mm    @.01 µm resolution

Line Laser options        Standard Line, High Speed Line, & Long Range Line

Alternative Power Options Available                      (110/220/230V 50/60 HZ)                                               

Warranty : 1Yr parts/labor. User pays shipping to service center. Return shipping included.

IC Chip Package Feet Coplanarity Tester

Applications:

Feet up or down scanning, parts in trays 

automatically scanned,

Fast check of coplanarity.



MODEL # CMDBGA-200Specs:

X Travel                                                        200mm ( 8 inches)

Y Travel                                                        200mm ( 8 inches)

Machine Weight                                                  25kg  ( 55 lbs  )

Electrical Requirements                                         120V

Air/Water Required                                              None

Sample Size Max                                             200 x 200mm ( 8 x 8 inches)

Sample Weight Max                                               11kg (25lbs)

Resolution  X                          Depends on ballscrew chosen (typ. 1.25µm)  

Resolution  Y                          Depends on ballscrew chosen (typ. 1.25µm) 

Resolution  Z                                   Varies by sensor chosen (typ +/- 5 µm)

Options:
Ultra Precision Ballscrew (1 mm/rev, 2 mm/rev, & 5 mm/rev)

Rotary options                                                  6” & 8” Diameters

(45:1,90:1 & 180:1 ratios available)

X Travel                                                 100 – 600mm ( 4 – 24 inches)

Y Travel                                                 100 – 600mm ( 4 – 24 inches)

Larger than 20” ( 500 mm) travel requires gantry option

Multiple Sensor Configurations Available

Standard Sensor                      25mm wide Line Laser (800 points in Y)

CLA options                                     0.14mm-10mm @.01µm resolution

Line Laser options   Standard Line, High Speed Line, & Long Range Line

Alternative Power Options Available                 (110/220/230V 50/60 HZ)

Warranty : 1Yr parts/labor. User pays shipping to service center. Return shipping included.

Ball Grid Array Scanner / Small Parts in Tray Application

Fully Automated Scanning



MODEL # CMDMxxSpecs:
X Travel                                                        100-1500 mm ( 4-60 in.)

Y Travel                                                        100-1500 mm ( 4-60 in.)

Machine Weight                                                  18-50kg  ( 40-110 lbs. )

Granite Base                                                    80kg   ( 80 lbs )

Electrical Requirements                                         120V

Air/Water  Required                                             None

Sample Size Max                                                 1500x1500mm ( 60 x 60 in.)

Sample Weight Max                                               25kg (55lbs)

Resolution X                                    Depends on ballscrew chosen (typ. 1.25µm) 

Resolution Y                                    Depends on ballscrew chosen (typ. 1.25µm) 

Resolution  Z                                                  Varies on sensor (typ.+/-0.500 µm)

Options:

Ultra Precision Ballscrew ( 1, 2, 5, & 10 mm/rev)

Rotary options                                                  6” & 8” Diameters 

(45:1,90:1 & 180:1 ratios available)

X Travel                                                        100 – 1524mm (4 – 60 inches)

Y Travel                                                        100 – 1524mm (4 – 60 inches)

Larger than 20” (500 mm) travel requires gantry option

Multiple Sensor Configurations Available

Standard Sensor                                            2mm range @ 1µm resolution

CLA options                                        0.14mm-10mm    @.01 µm resolution

Line Laser options        Standard Line, High Speed Line, & Long Range Line

Alternative Power Options Available                       (110/220/230V 50/60 HZ)

Warranty : 1Yr parts/labor. User pays shipping to service center. Return shipping included.

Commander 2 Axis Desktop Scanner

Applications:

Sheet goods, flat / near flat parts, 

Surface roughness, gasket scanning,

Paint finish, coating thickness.



MODEL # CMDL2018ZSpecs:

X Travel                                                        455mm ( 18 inches)

Y Travel                                                        305mm ( 12 inches)

Machine Weight                                                  50kg  ( 110 lbs  )

Electrical Requirements                                         120V

Air/Water Required                                              None 

Sample Size Max                                          455x305mm ( 18 x 12 inches)

Sample Weight Max                                               454kg (1000lbs)

Resolution X                          Depends on ballscrew chosen (typ. 1.25µm) 

Resolution Y                          Depends on ballscrew chosen (typ. 1.25µm) 

Resolution  Z                                        Varies on sensor (typ.+/-0.500 µm)

Options:

Ultra Precision Ballscrew ( 1, 2, 5, & 10 mm/rev)

X Travel                                                       200 – 1524mm ( 8 – 60 inches)

Y Travel                                                       200 – 1524mm ( 8 – 60 inches) 

Air Table Option Available

Multiple Sensor Configurations Available

Standard Sensor                                           2mm range @ 1µm resolution

CLA options                                       0.14mm-10mm    @.01 µm resolution

Line Laser options       Standard Line, High Speed Line, & Long Range Line

Alternative Power Options Available                     (110/220/230V 50/60 HZ)

Warranty : 1Yr parts/labor. User pays shipping to service center. Return shipping included.

Commander 3 Axis Gantry Scanner

Applications:

Sheet goods, large parts, 

surface roughness, gasket scanning.



MODEL # VOYGR2-DSSpecs:
X Travel                                                        455mm ( 18 inches)

Y Travel                                                        200mm ( 8 inches)

Machine Weight                                                  20kg  ( 44 lbs  )

Electrical Requirements                                         120V

Air/Water Required                                              None

Sample Size Max                                                 455x200mm (18 x 8 inches)

Sample Weight  Max                                              1000kg (2200lbs)

Resolution X                                     Depends on ballscrew chosen (typ. 1.25µm) 

Resolution Y                                     Depends on ballscrew chosen (typ. 1.25µm) 

Resolution Z                                                    Varies on sensor (typ.+/-0.500 µm)

Options:

Ultra Precision Ballscrew ( 1, 2, 5, & 10 mm/rev)

X Travel                                                        100 – 600mm ( 4 – 12 inches)

Y Travel                                                        100 – 1524mm ( 4 – 60 inches)

Larger than 20” (500 mm) travel requires gantry option

Multiple  Sensor Configurations Available

Standard Sensor                                             2mm range @ 1µm resolution

CLA options                                           0.14mm-10mm  @.01 µm resolution

Line Laser options       Standard Line, High Speed Line, & Long Range Line

Alternative Power Options Available                      (110/220/230V 50/60 HZ)

Warranty : 1Yr parts/labor. User pays shipping to service center. Return shipping included.

Applications:

Long parts scanning. Die scanning.

Commander 2 Axis Die Scanner



MODEL # VOYGR-DSRSpecs:
X Travel                                                        200mm ( 8 inches)

Ɵ Rotational                                                     360 degrees

Machine Weight                                                  20kg  ( 44 lbs  )

Electrical Requirements                                         120V

Air/Water Required                                              None

Small Parts Scanner

Resolution X                                      Depends on ballscrew chosen (typ. 1.25µm) 

Resolution Ɵ typ. 0.09o

Resolution  Z                                                   Varies on sensor (typ.+/-0.500 µm)

Options:

Ultra Precision Ballscrew ( 1, 2, 5, & 10 mm/rev)

Rotary options:                                                 6” & 8” Diameters

(45:1,90:1 & 180:1 ratios available)

X Travel                                                        100 – 600mm ( 4 – 24 inches)

Ɵ Travel                                                         Rotary 360 degrees

Multiple Sensor Configurations Available

Standard Sensor                                        4 mm range @ 2 µm resolution

CLA options                                      0.14mm-10mm    @.01 µm resolution

Line Laser options     Standard Line, High Speed Line, & Long Range Line

Alternative Power Options Available                    (110/220/230V 50/60 HZ)

Warranty : 1Yr parts/labor. User pays shipping to service center. Return shipping included.

Commander 2 Axis Small Part ID Scanner

Applications:

Small parts, fittings, seals.

Defect or scratch detection.



MODEL # VOYGR3-DSW3Specs:
X Travel                                                        400mm ( 16 inches)

Y Travel                                                        300mm ( 12 inches)

Z Travel                                                        100mm  ( 4 inches)

Weight                                                          100kg      ( 220 lbs  )

Electrical Requirements                                         120V

Air/Water Required                                              None

Sample Size Max                                        400x300x100mm ( 16 x 12 x 4 inches)

Sample Weight Max                                               1000kg (2200lbs)

Resolution X                                      Depends on ballscrew chosen (typ. 1.25µm) 

Resolution Y                                      Depends on ballscrew chosen (typ. 1.25µm) 

Resolution  Z                                             Varies by sensor chosen (typ +/- 5 µm)

Options:

Ultra Precision Ballscrew ( 1, 2, 5, & 10 mm/rev)

X Travel                                                        100 – 600mm ( 4 – 24 inches)

Y Travel                                                        100 – 600mm ( 4 – 24 inches)

Z Travel                                                        100 – 200mm ( 4 – 8 inches)

Larger than 20” (500 mm) travel requires gantry option

Multiple Sensor Configurations Available

Standard Sensor                                       Line Laser at +/- 5 µm resolution

CLA options                                       0.14mm-10mm    @.01 µm resolution

Line Laser options      Standard Line, High Speed Line, & Long Range Line

Alternative Power Options Available                     (110/220/230V 50/60 HZ)

Warranty : 1Yr parts/labor. User pays shipping to service center. Return shipping included.

Applications:

Fully automated production line

Scanning module.  Tie in to PLC.

Commander 3 Axis Scanning Cell



MODEL # 3AXIS-L88ATM

Specs:
X Travel                                                        300mm ( 12 inches)

Y Travel                                                        300mm ( 12 inches)

Rotational travel                                               360 degrees 

Machine Weight                                                  40 kg  (90 lbs)

Electrical Requirements                                         120 V

Air/Water Required                                              None

Sample Size Max                                      300x300mm (12x12 inches)

Sample Weight Max                                               11kg (25lbs)

Resolution X                   Depends on ballscrew chosen (typ. 1.25µm) 

Resolution Y                   Depends on ballscrew chosen (typ. 1.25µm) 

Resolution  Z                                 Varies on sensor (typ.+/-0.500 µm)

Options:
Ultra Precision Ballscrew ( 1, 2, 5, & 10 mm/rev)

Rotary options:                                                 6” & 8” Diameters 

(45:1,90:1 & 180:1 ratios available)

X Travel                                                       100 – 600mm ( 4 – 24 inches)

Y Travel                                                       100 – 600mm ( 4 – 24 inches) 

Larger than 20” (500 mm) travel requires gantry option

Multiple Sensor Configurations Available

Standard Sensor                                           2mm range @ 1µm resolution

CLA options                                       0.14mm-10mm    @.01 µm resolution

Line Laser options      Standard Line, High Speed Line, & Long Range Line

Alternative Power Options Available                     (110/220/230V 50/60 HZ)

Warranty : 1Yr parts/labor. User pays shipping to service center. Return shipping included.

Commander 3 Axis Lab Scanner – Air Table Model
Multihead scanning with vibration isolation



MODEL # CMDR-3D PathSpecs:
X Travel                                                        300mm ( 12 inches)

Y Travel                                                        450mm ( 18 inches)

Machine Weight                                                  30kg   ( 66 lbs  )

Electrical Requirements                                         120 V

Air/Water Required                                              None

Sample Size Max                               300 x 450 mm ( 12 x 18 inches)

Sample Weight Max                                               11kg (25lbs)

Resolution X                   Depends on ballscrew chosen (typ. 1.25µm) 

Resolution Y                   Depends on ballscrew chosen (typ. 1.25µm) 

Resolution  Z                                 Varies on sensor (typ.+/-0.500 µm)

Options:
Ultra Precision Ballscrew ( 1, 2, 5, & 10 mm/rev)

Rotary options                                                  6” & 8” Diameter 

(45:1,90:1 & 180:1 ratios available)

X Travel                                                        4 -- 24 inches  (100 - 600 mm)

Y Travel                                                        4 -- 24 inches  (100 - 600 mm) 

Larger than 20” (500 mm) travel requires gantry option

Multiple Sensor Configurations Available

Standard Sensor                                            10mm range @ 2 µm resolution

CLA options                                           0.14mm-10mm    @.01 µm resolution

Line Laser options            Standard Line, High Speed Line, & Long Range Line

Alternative Power Options Available                            (110/220/230V 50/60 HZ)

Warranty : 1Yr parts/labor. User pays shipping to service center. Return shipping included.

Commander 2 Axis Path / Recipe Scanner

Applications:

Path or recipe driven.

Easy to load in new paths.

Gasket, Seal, trayed parts.



MODEL # CMDL2018TSpecs:

X Travel                                                        455mm ( 18 inches)

Y Travel                                                        305mm ( 12 inches)

Machine Weight                                                  300kg  ( 660 lbs  )

Electrical Requirements                                         120V

Air/Water Required                                              25 psi Air

Sample Size Max                                     762x200mm ( 30in. x 8 in. Diam.)

Sample Weight Max                                               100kg (220 lbs)

Resolution X                          Depends on ballscrew chosen (typ. 1.25µm) 

Resolution Y                          Depends on ballscrew chosen (typ. 1.25µm) 

Resolution Theta:                                    Varies on sensor (typ.+/-2.00 µm)

Options:

Ultra Precision Ballscrew ( 1, 2, 5, & 10 mm/rev)

X Travel                                                       200 – 1524mm ( 8 – 60 inches)

Y Travel                                                       200 – 1524mm ( 8 – 60 inches) 

Air Table Option Available

Multiple Sensor Configurations Available

Standard Sensor                                           15 mm line laser, 40 mm range 

@ +/- 4 µm resolution

CLA options                                       0.14mm-10mm    @.1 µm resolution

Line Laser options       Standard Line, High Speed Line, & Long Range Line

Alternative Power Options Available                     (110/220/230V 50/60 HZ)

Warranty : 1Yr parts/labor. User pays shipping to service center. Return shipping included.

Commander 3 Axis Weld Scanner

Applications:

Large / small welds. Defect detection.

Large Cylindrical parts.

Weld Bead

Laser



MODEL # CMDL1212DOSpecs:

X Travel                                                        305mm ( 12 inches)

Y Travel                                                        305mm ( 12 inches)

Machine Weight                                                  150kg  ( 330 lbs  )

Electrical Requirements                                         120V

Air/Water Required                                              None

Sample Size Max                                                 ( 20 in. x 12 in. Diam.)

Sample Weight Max                                               100kg ( 220 lbs)

Resolution X                          Depends on ballscrew chosen (typ. 1.25µm) 

Resolution Y                          Depends on ballscrew chosen (typ. 1.25µm) 

Resolution Theta:                                    Varies on sensor (typ.+/-2.00 µm)

Options:

Ultra Precision Ballscrew ( 1, 2, 5, & 10 mm/rev)

X Travel                                                       200 – 1524mm ( 8 – 60 inches)

Y Travel                                                       200 – 1524mm ( 8 – 60 inches) 

Air Table Option Available

Multiple Sensor Configurations Available

Standard Sensor                                           LED   point laser, 40 mm range 

@ +/- 1 µm resolution

CLA options                                           0.14mm-10mm    @.1 µm resolution

Line Laser options       Standard Line, High Speed Line, & Long Range Line

Alternative Power Options Available                     (110/220/230V 50/60 HZ)

Warranty : 1Yr parts/labor. User pays shipping to

service center. Return shipping included.

Commander 3 Axis Shaft Scanner

Applications:

Large / Medium Parts. Defect detection.

Cam & Crankshafts OD Measurement. 

Arbors loaded full of parts.

Lasers

Cam

Shaft

Dual Lasers Measure OD Surfaces



MODEL # GC2170SSpecs:

Conveyor Length                                                 1825 mm ( 72 inches)

Part Width Max.                                                 600mm ( 24 inches)

Machine Weight                                                  150kg  ( 330 lbs  )

Electrical Requirements                                         120V

Air/Water Required                                              None

Sample Weight Max                                               100kg ( 220 lbs)

Resolution X                                    Depends on sensor chosen (typ. 5 µm) 

Resolution Y                                    Depends on sensor chosen (typ. 5 µm) 

Resolution Z:                                           Varies on sensor (typ.+/-2.00 µm)

Options:

High Speed Options Available

Conveyor Options Available

Multiple Sensor Configurations Available

Standard Sensor                                      12” wide line laser, 300 mm range 

@ +/- 2 µm resolution

CLA options                                                     10-100mm range

Line Laser options       Standard Line, High Speed Line, & Long Range Line

Alternative Power Options Available                     (110/220/230V 50/60 HZ)

Warranty : 1Yr parts/labor. User pays shipping to

service center. Return shipping included.

3D Conveyance Scanner

Applications:

Large / Medium Parts. Defect detection.

Height Detection, Length / Width Detection.

Fully Automated Part Scanning.

• Can add PLC tie in.

• Multiple sensors can be

linked to cover larger areas

• Light Tree Option 

• Audible alarm option



MODEL # TL8DSpecs:

Web Width                                                       200 mm ( 8 inches)

Web Width Max.                                                  2000 mm ( 72 inches)

Electrical Requirements                                         120V

Air/Water Required                                              None

Sample Weight Max                                               100kg ( 220 lbs)

Resolution X                                    Depends on sensor chosen (typ. 1 µm) 

Downweb Resolution                                              Speed / Encoder Based 

Resolution Z:                                           Varies on sensor (typ.+/-1.00 µm)

Options:

High Speed Options Available

Multiple Sensor Configurations Available

Standard Sensor(s)                                      Dual LED point Lasers, 10 mm  

range, @ +/- 1 µm resolution

CLA options                                                     10-100mm range

Line Laser options       Standard Line, High Speed Line, & Long Range Line

Alternative Power Options Available                     (110/220/230V 50/60 HZ)

Warranty : 1Yr parts/labor. User pays shipping to

service center. Return shipping included.

3D Web / Wire Scanner

Applications:

Paper, plastic, film, non-wovens. Defect detection.

Thickness Detection, Length / Width Detection.

Fully Automated Scanning.

• Can add PLC tie in.

• Multiple sensors can be

linked to cover larger areas

• Light Tree Option 

• Audible alarm option

WEB 

Top Laser

Bottom Laser


